10 CSR 10-5.220 Control of Petroleum Liquid Storage, Loading and

Transfer

(1) Definitions.

(A)

(B)

Definitions of certain terns used in this rule may be
found in 10 CSR 10-6. 020.

Definitions Specific to This Rule.

1

CARB—California Air Resources Board, 2020 L
Street, P.QO Box 2815, Sacramento, CA 95812

Depart ment —M ssouri Departnent of Natural
Resources, 205 Jefferson Street, P.O Box 176
Jefferson City, MO 65102.

Di rector—he director of the M ssouri Departnent
of Natural Resources, or a designated
representative to carry out the duties as
described in 643.060 of the Mssouri Air
Conservation Law.

System-Manuf acturer's application of one of the
specific designs for Stage Il vapor recovery.

Staff director—bBirector of the Air Pollution
Control Program of the Departnent of Natural
Resources, or a designated representative.

Vapor recovery system nodificati on-Any repair,
repl acenent, alteration or upgradi ng of vapor
recovery equi pnment or gasoline dispensing

equi pnent beyond normal mai nt enance of the system
as permtted by the staff director. Repl acenent
of equipnment wth Iike equi pment shall not be
consi dered a vapor recovery system nodification.

MY PETP—he M ssouri Performance Evaluation Test
Procedures, a set of test procedures for

eval uating performance of Stage I/I1 vapor control
equi pnent and systens to be installed or that have
been installed in Mssouri. Contact the
departnent for a copy of the | atest MY PETP

Initial fueling of notor vehicl es—Fhe operation of
di spensi ng gasoline fuel into a newy assenbl ed
nmot or vehicle at an autonobil e assenbly pl ant
while the vehicle is still being assenbl ed on the
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(2)

(3)

assenbly line. The newy assenbl ed notor vehicles
bei ng fueled on the assenbly |ine nust have fuel
tanks that have never before contai ned gasoline
fuel .

9. Ancil lary refueling system-Any gasol i ne di spensi ng
facility that shares a common storage tank with an
initial fueling systemas defined in paragraph
(1)(B)8. of this rule. The purpose of an
ancillary refueling systemis to refuel in-use
not or vehicles at autonobile assenbly plants.

Applicability.

(A)

(B)

This rule shall apply throughout St. Louis Cty and
Jefferson, St. Charles, Franklin and St. Louis
Counti es.

Compliance with this rule does not relieve the owner or
operator of the responsibility to conply with other
appl i cabl e governnental requirenents.

Pet r ol eum St or age Tanks.

(A)

No owner or operator of petrol eum storage tanks shal
cause or permt the storage in any stationary storage
tank of nore than forty thousand (40,000) gallons
capacity of any petroleumliquid having a true vapor
pressure of one and five-tenths (1.5) pounds per square
inch absolute (psia) or greater at ninety degrees
Fahrenheit (90°F), unless the storage tank is a
pressure tank capabl e of maintaining working pressures
sufficient at all times to prevent volatile organic
conpound (VOC) vapor or gas loss to the atnosphere or
is equi pped with one (1) of the foll ow ng vapor |oss
control devices:

1. A floating roof, consisting of a pontoon type,
doubl e-deck type or internal floating cover or
external floating cover, that rests on the surface
of the liquid contents and is equipped with a
cl osure seal (s) to close the space between the
roof edge and tank wall. Storage tanks with
external floating roofs shall neet the additional
foll ow ng requirenents:

A The storage tank is fitted with—
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(I') A continuous secondary seal extending
fromthe floating roof to the tank wall
(rimnmounted secondary seal); or

(I'l') A closure or other device approved by
the staff director that controls VOC
em ssions with an effectiveness equal to
or greater than a seal required under
part (3)(A) 1. A (I) of this rule;

Al'l seal closure devices neet the foll ow ng
requi renents:

(I') There are no visible holes, tears or
ot her openings in the seal (s) or seal
fabric;

(I'l) The seal(s) is intact and uniformy in
pl ace around the circunference of the
floating roof between the floating roof
and the tank wall; and

(I'11) For vapor-nounted primary seals, the
accunul ated area of gaps exceeding 0. 32
centinmeters, one-eighth inch (1/8")
wi dt h, between the secondary seal and
the tank wall shall not exceed 21.2 cn?
per meter of tank diameter (1.0 in? per
foot of tank diameter);

Al'l openings in the external floating roof,
except for automatic bl eeder vents, rim space
vents and | eg sl eeves, are equi pped wth—

(I') Covers, seals or lids in the closed
positi on except when the openings
are in actual use; and

(I'l) Projections into the tank which
remai n below the liquid surface at
all tines;

Automati c bl eeder vents are closed at al
times except when the roof is floated off or
| anded on the roof |eg supports;

Rimvents are set to open when the roof is
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(B)

(O

(D

being floated off the | eg supports or at the
manuf acturer's recommended setting; and

F. Emer gency roof drains are provided with
slotted nenbrane fabric covers or equival ent
covers which cover at |east ninety percent
(90% of the area of the opening;

2. A vapor recovery systemwth all storage tank
gaugi ng and sanpling devices gas-tight, except
when gauging or sanpling is taking place. The
vapor di sposal portion of the vapor recovery
system shal |l consist of an absorber system
condensati on system incinerator or equival ent
vapor disposal systemthat processes the vapor and
gases fromthe equi pnent being controlled; or

3. O her equi pnrent or neans of equal efficiency for
purposes of air pollution control that may be
approved by the staff director.

Control equi pment described in paragraph (3)(A)1. of this
rule shall not be allowed if the petroleumliquid other than
gasol ine has a true vapor pressure of 11.1 psia or greater
at ninety degrees Fahrenheit (90°F). Al storage tank
gaugi ng and sanpling devices shall be gas-tight except when
gaugi ng or sanpling is taking place.

Omers and operators of petroleum storage tanks subject to
this section shall maintain witten records of naintenance
(both routine and unschedul ed) perforned on the tanks, al
repairs made, the results of all tests perfornmed and the
type and quantity of petroleumliquid stored in them The
records shall be maintained for two (2) years and made
available to the staff director upon request.

This section shall not apply to petrol eum storage tanks
whi ch—

1. Are used to store processed and/or treated
petrol eum or condensate when it is stored,
processed and/or treated at a drilling and
production installation prior to custody transfer;

2. Contain a petroleumliquid with a true vapor
pressure | ess than 27.6 kil opascals (kPa) (4.0
psia) at ninety degrees Fahrenheit (90°F);
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3. Are of wel ded construction, and equi pped with a
metallic-type shoe primary seal and have a
shoe-nount ed secondary seal or closure devices of
denonstrat ed equi val ence approved by the staff
director; and

4. Are used to store waxy, heavy pour crude oil.

Gasol i ne Loadi ng.

(A)

(B)

(O

No owner or operator of a gasoline |oading installation
or delivery vessel shall cause or permt the | oading of
gasoline into any delivery vessel froma | oading
installation unless the loading installation is

equi pped with a vapor recovery system or equival ent.
This system or system equi val ent shall be approved by
the staff director and the delivery vessel shall be in
conpliance with section (6) of this rule.

Loadi ng shall be acconplished in a manner that the

di spl aced vapors and air will be vented only to the
vapor recovery system Measures shall be taken to
prevent liquid drainage fromthe | oadi ng device when it
is not in use or to acconplish conpl ete drai nage before
the | oadi ng device is disconnected. The vapor disposal
portion of the vapor recovery system shall consist of
one (1) of the follow ng:

1. An absorber system condensation system
i nci nerator or equival ent vapor disposal system
t hat processes the vapors and gases fromthe
equi pnent being controlled and |imts the
di scharge of VOC into the atnosphere to ten (10)
mlligrams of VOC vapor per liter of gasoline
| oaded. Each owner or operator shall conply as
expeditiously as practicable but no later than
Decenber 31, 1995;

2. A vapor handling systemthat directs the vapor to
a fuel gas system or

3. O her equi pnent of an efficiency equal to or
greater than paragraph (4)(B)1. or 2. of this rule
if approved by the staff director.

Owmners or operators of |oading installations shall keep
conpl ete records docunenting the nunber of delivery
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(5)

(D

Gasol
(A

vessel s | oaded and their owners. Records shall be kept
for two (2) years and shall be nmade available to the
staff director upon request.

This section shall not apply to a loading installation
whose average nonthly throughput of gasoline is |ess
than or equal to one hundred twenty thousand (120, 000)
gal | ons when averaged over the nost recent cal endar
year, provided that the installation | oads gasoline by
subner ged | oadi ng.

1. To mai ntain the exenption, these installations
shall submt to the staff director on a form
supplied by the departnent by February 1 of each
year, a report stating gasoline throughput for
each nonth of the previous cal endar year. After
the effective date of this rule, any revision to
the departnent supplied fornms will be presented to
the regul ated community for a forty-five (45)-day
comment peri od.

2. Del i very vessel s purchased after Decenber 31,
1995, shall be Stage | equi pped.

3. A loading installation that fails to neet the
requi renents of the exenption for one (1) cal endar
year shall not qualify for the exenption again.

4. To mai ntain the exenption owners or operators
shall maintain records of gasoline throughput and
gasol i ne delivery.

5. Delivery vessels operated by an exenpt
installation shall not deliver to Stage |
control |l ed tanks unless the delivery vessel is
equi pped with and enploys Stage | controls.

i ne Transfer.

No owner or operator of a gasoline storage tank or
delivery vessel shall cause or permt the transfer of
gasoline froma delivery vessel into a gasoline storage
tank with a capacity greater than five-hundred (500)
gal | ons unl ess—

1. The storage tank is equipped wwth a subnerged fill
pi pe extending unrestricted to within six inches
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(6") of the bottom of the tank, and not touching
the bottomof the tank, or the storage tank is
equi pped with a systemthat allows a bottomfil
condi tion;

Al'l storage tank caps and fittings are vapor-tight
when gasoline transfer is not taking place; and

Each storage tank is vented via a conduit that is—
A At least two inches (2") inside dianeter;

B. At least twelve feet (12') in height above
grade; and

C. Equi pped with a pressure/vacuumvalve that is
CARB certified at three inches water colum
pressure/ ei ght i nches water colum vacuum
(3"wcp/ 8"wev) except when the owner or
operator provides docunentation that the
systemis CARB certified for a different
valve and will not function properly with a
3"wep/ 8"wev val ve

Stationary storage tanks having a vol une greater than
one thousand (1,000) gallons shall also be equipped
with a Stage | vapor recovery systemand the delivery
vessels to these tanks shall be in conpliance with
section (6) of this rule.

1

The vapor recovery systemshall collect no | ess

t han ninety percent (90% by volunme of the vapors
di spl aced fromthe stationary storage tank during
gasoline transfer and shall return the vapors via
a vapor-tight return line to the delivery vessel

After the effective date of this rule, all coaxial
systens shall be equi pped wth poppeted fittings.

A delivery vessel shall be refilled only at
installations conplying with the provisions of
section (4) of this rule.

This section shall not be construed to prohibit
safety val ves or other devices required by
government al regul ati ons.

No owner or operator of a gasoline delivery vessel
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(6)

(D

(B)

(F)

shal |l cause or permt the transfer of gasoline froma
delivery vessel into a storage tank with a capacity
greater than one thousand (1,000) gallons unless—

1. The owner or operator enploys one (1) vapor |ine
per product line during the transfer. The staff
di rector may approve other delivery systens upon
submttal to the departnent of test data
denonstrating conpliance with paragraph (5)(B)1
of this rule;

2. The vapor hose(s) enployed is no less than three
inches (3") inside dianeter; and

3. The product hose(s) enployed is no nore than four
i nches (4") inside dianeter.

The owner or operator of stationary storage tanks
subject to this section shall keep records docunenting
t he vessel owners and nunber of delivery vessels

unl oaded by each owner. Records shall be kept for two
(2) years and shall be made available to the staff
director within five (5) days of a request. The owner
or operator shall retain on-site copies of the |oading
ticket, manifest or delivery receipt for each grade of
product received, subject to exam nation by the staff
director upon request. |If a delivery receipt is
retained rather than a manifest or |oading ticket, the
delivery ticket shall bear the follow ng information
vendor nane, date of delivery, quantity of each grade,
point of origin, and the manifest or |oading ticket
nunber. The required retention on-site of the |oading
ticket, manifest or delivery receipt shall be limted
to the four (4) nost recent records for each grade of
pr oduct .

The provisions of subsection (5)(B) of this rule shal
not apply to transfers nmade to storage tanks equi pped
with floating roofs or their equival ent.

The provisions of subsections (5)(A)-(D) of this rule
shall not apply to stationary storage tanks having a
capacity less than or equal to two thousand (2, 000)
gal | ons used exclusively for the fueling of inplenents
of agriculture.

Gasoline Delivery Vessels.
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(B)
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No owner or operator of a gasoline delivery vessel
shal | operate or use a gasoline delivery vessel which
is | oaded or unloaded at an installation subject to
section (4) or (5) unless—

1. The delivery vessel is tested annually to
denonstrate conpliance with the test nethod
specified in 40 CFR part 63, subpart R, section
63. 425 (e);

2. The owner or operator obtains the conpleted |eak
test results signed by a representative of the
testing facility upon successful conpletion of the
| eak test. Blank test certification application
forms for the test results will be provided to the
testing facilities by the departnment. After the
effective date of this rule, any revision to the
departnent supplied forns will be presented to the
regul ated community for a forty-five (45) day
comment period. The owner or operator shall send
a copy of the signed successful test results to
the staff director. The staff director, upon
recei pt of acceptable test results, shall issue an
official sticker to the owner or operator;

3. The M ssouri sticker is placed on the upper |eft
portion of the back end of the vessel;

4. The delivery vessel is repaired by the owner or
operator and retested within fifteen (15) days of
testing if it does not neet the |eak test criteria
of subsection (6)(A) of this rule; and

5. A copy of the vessel's current Tank Truck
Ti ght ness Test results are kept with the delivery
vessel at all tinmes and nade i nmedi ately avail abl e
to the staff director upon request.

An owner or operator of a gasoline delivery vessel who
can denonstrate to the satisfaction of the staff
director that the vessel has passed a current annual

| eak test in another state shall be deenmed to have
satisfied the requirenents of paragraph (6)(A)1. of
this rule, if the other state’s |eak test program

requi res the sanme gauge pressure and test procedures as
specified in paragraph (6)(A)1. of this rule. The
owner or operator shall apply for a Mssouri sticker
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(7)

(O

(D

and display the Mssouri sticker on the upper |eft
portion of the back end of the delivery vessel.

Omers or operators of gasoline delivery vessels shal
keep records of all tests and nmai ntenance performed on
the vessels for not less than (2) years and these
records shall be nmade available to the staff director
upon request.

This section shall not be construed to prohibit safety
val ves or other devices required by governnental safety
regul ati ons.

Fuel i ng of Mbdtor Vehi cl es.

(A)

General Provi sions.

1. Except as provided in sections (3)—(5), no owner
or operator shall install, permt the use of or
mai ntai n any stationary gasoline tank with a
capacity of nore than one thousand (1,000) gallons
or operate a facility with a nonthly throughput of
greater than ten thousand (10,000) gallons of
gasoline unl ess the storage tank(s) is equipped
wi th a vapor recovery system The system shall be
approved by the staff director based on the
current MY PETP and shall be capabl e of —

A Col l ecting the hydrocarbon vapors and gases
di scharged during notor vehicle fueling;

B. Preventing their emssion into the
at nosphere; and

C. Mai nt ai ni ng ninety-five percent (95%
efficiency of total capture and em ssion
reducti on;

2. The MY PETP referenced in paragraph (7)(A) 1. of
this rule shall not be required before January 1,
1998. Prior to January 1, 1998, CARB
docunent ati on of ninety-five percent (95%
efficiency on a bell owed bal ance system shall be
required.

3. After January 1, 1999, no facility subject to this
section shall enploy renote vapor check val ues.
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After January 1, 1999, no construction permt for
nodi fication or replacenent of any equi pnent or
conponent, including a like for |ike replacenent,
shal | be approved unl ess the equi pnent or
conponent is MY PETP approved. After January 1,
1999, if a construction permt is not required, no
facility utilizing an approved system shall nodify
or replace any equi pnent or conponent, including a
like for like replacenent, unless the equi pnent or
conponent is MY PETP approved. |In the event that
the staff director finds a violation of this
provision, the staff director may require

repl acenent of conponents or equi pment with

MY PETP approved conponents or equi pnent.

For the purpose of section (7) of this rule, no
vapor recovery systens or devices shall be
installed, used or maintained until they are
permtted by the director in accordance with
sections (10) and (11) of this rule.

Al'l tank gaugi ng and sanpling sites or ports,

val ves, breakaways, joints and di sconnects on the
vapor recovery systens shall be gas-tight to
prevent VOC em ssions except during gaugi ng or

sanpl i ng.

Al l vapor recovery systens shall be maintained in
good working order in accordance with the

manuf acturer's specifications and with no

i ndication of visible Iiquid |eaks.

The operator of each affected facility shall post
operation instructions conspicuously in the
gasol i ne dispensing area for the systemin use at
each station. The instructions shall clearly
describe how to fuel vehicles correctly with vapor
recovery nozzles utilized at that station. The
instructions shall also include a warning that
repeated attenpts to continue dispensing gasoline
after the system has indicated that the vehicle
fuel tank is full may result in spillage of
gasol i ne.

The operator of each affected facility shal
ensure gasoline is not dispensed at a rate greater
than ten (10) gallons per m nute.
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(B)

10.

11.

The staff director shall identify and |i st
specific defects that substantially inpair the

ef fecti veness of conponents or systens used for
the control of gasoline vapors resulting from

not or vehicle fueling operations. This ongoing
list shall be used by the staff director as a
basis for marking the conponents or systens

out -of -order and shall be made avail able to any
gasoline dispensing facilities subject to
subsection (7)(A) of this rule. The list shall be
made available to the facility's designated person
for use in perform ng system nmai nt enance.

Upon the staff director's identification of
substantial defects in equipnment or installation
of a gasoline vapor control system the system or
conponents shall be marked "out-of-order” and no
person shall use or permt the use of that system
or conponent until those defects and all other

def ects have been repaired, replaced or adjusted
to establish conpliance. The conponents or system
may be rel eased into operation when the staff
director has reinspected the facility; found the
system and conponents to be in good working order;
and renoved the "out-of-order"” notice. The staff
director shall reinspect the previously marked
"out-of-order" system or conponent and ot her noted
defects as expeditiously as possible after
notification fromthe operator that the repairs
have been conpleted. 1In no case shall the

rei nspection be nore than four (4) days fromthe
operator's notification that the repairs have been
conpleted. 1In those cases in which the

rei nspection cannot be scheduled within the
required tinme, the owner or operator nay renobve
the "out-of-order” notice with perm ssion of the
staff director. |If reinspection reveals that
conpl i ance has not been established, the system or
conponents shall remain tagged "out-of-order."

The staff director shall conduct a second

rei nspection within seven (7) days fromthe
operator's notification that repairs have been
conpl et ed.

Section (7) of this rule shall not apply to any
stationary tank used primarily for the fueling of
agricultural inplements or inplenents of husbandry.
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(B)
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For purposes of this section, agricultural inplenments
and i npl ements of husbandry shall refer to vehicles
exenpted fromlicensing requirenments by the M ssour
Departnent of Revenue.

Section (7) of this rule shall not apply to any fueling
systemused for the initial fueling of notor vehicles
as defined in paragraph (1)(B)8. of this rule.

Subsection (7)(A) of this rule shall apply to any
ancillary refueling systemas defined in paragraph
(1)(B)9. of this rule.

al Fueling of Mdtor Vehicles.

Section (8) of this rule shall only apply to the
fueling systemused for the initial fueling of notor
vehi cles as defined in paragraph (1)(B)8. of this rule.

General Provisions.

1. No owner or operator shall install, permt the use
of or maintain any stationary gasoline tank for
the purpose of initial fueling of new notor
vehi cl e gasoline tanks unl ess the di spensing
systemis equipped with a vapor recovery system
The system shall be approved by the staff director
based on the current MY PETP and shall be capabl e

of —

A Col l ecting the hydrocarbon vapors and gases
di scharged during initial notor vehicle
fueling, storage tank |oading, breathing, and
wor ki ng | osses;

B. Preventing their emssion into the

at nosphere; and

C. Mai nt ai ni ng ninety-five percent (95%
efficiency of total capture and em ssion
reduction of the fueling and di spensing
operation and the storage tank | oading,
br eat hi ng, and working | oss em ssi ons.

2. After January 1, 1999, no facility utilizing an
approved systemshall nodify or replace any
equi pnent or conponent, including a like for |ike
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repl acenent, unless the equi pnent or conponent is
MY PETP approved. In the event that the staff
director finds a violation of this provision, the
staff director may require replacenent of
conponents or equi pnent with MJ PETP approved
conponents or equi pnent.

Al'l tank gaugi ng and sanpling sites or ports,

val ves, fl anges, breakaways, joints and

di sconnects on the vapor recovery systens shall be
gas-tight to prevent VOC em ssions except during
gaugi ng or sanpling. Under no circunstances shal
there be any visible liquid | eaks or detectable
vapor em ssions.

Al l vapor recovery systens shall be maintained in
good working order in accordance with the

manuf acturer's specifications and with no

i ndication of visible Iiquid |eaks.

These facilities and their vapor recovery systens
are subject to all conditions of the MY PETP
Approval docunent.

The owner or operator of a vapor recovery system
must conduct regul ar preventative nai ntenance

sel f-inspections and conduct any necessary repairs
upon identification of those defects. The
facility must conduct all maintenance specified by
manuf act urer gui delines. These manufacturer
gui del i nes nmust be made available to inspectors
upon request.

Records mnmust be kept on site of al

sel f-inspections, defects found, repairs, and
mai nt enance activities. Records nust be nade
avai l able to the departnent inspectors upon
request

Facilities will allow the departnment to make vapor
recovery inspections at any tinme to ensure systens
are in working order and are bei ng mai ntai ned and
operated according to permts and regul ati ons,

MY PETP approval s, and manuf act urer
reconmendat i ons.

The departnent and | ocal agency Stage |
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i nspectors will nmake every attenpt to avoid

di srupting assenbly line production. This may be
done by allowing initial fueling site personnel to
make repairs on the spot, or within a reasonable
time frane. However, this consideration will not
af fect recording of defects or enforcenent action.

After repairs are made and notification by the
plant is received, the departnent or |ocal agency
will reinspect all defects found in official Stage
Il inspections. Failure by a facility to notify

t he departnent of repairs and request reinspection
Wi thin 15 days of repair may result in enforcenent
action.

(9) Permts Required.

(A A
rul e,

facilities subject to subsection (7)(A) of this

except facilities subject to subsection (7)(D) of

this rule, shall neet the follow ng permtting
requi renents:

1

(B) Al
(8)

No facility subject to section (7) of this rule
shal | construct or undergo vapor recovery system
nodi fication without permts obtained according to
section (10) of this rule; and

No facility subject to section (7) of this rule
shal | operate wi thout an operating permt obtained
according to section (11) of this rule.

facilities subject to subsection (7)(D) and section
of this rule shall neet the followng permtting

requi renents:

1

The facility nmust apply for a Stage |

construction permt for all nodifications or
construction of initial fueling systens or
ancillary refueling systens. Al performance
testing in sections (10) and (11) of this rule
shall be conducted to ensure systemintegrity; and

Al'l operating permtting requirenents of section
(11) of this rule, except subsection (11)(B) of
this rule, are applicable to any initial fueling
systens or ancillary refueling systens. Except
for the initial Stage Il Operating Permt, Stage
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Il Operating Permts shall be incorporated as part
of the facility applicable requirenents of Part 70
Operating Permts according to 10 CSR 10-6. 065.

(10) Construction Permts for Vapor Recovery Systens for New
Facilities and Vapor Recovery System Modification for
Existing Facilities. No new gasoline dispensing facility
that requires a Stage Il vapor recovery system shall begin
construction prior to obtaining a construction permt
according to subsection (10)(A) of this rule. Facilities
shall apply for permts to test experinental technol ogy
according to subsection (10)(B) of this rule. Existing
facilities that undergo vapor recovery system nodification
shall obtain permts according to subsection (10)(C) of this
rule. Owners, operators and contractors begi nning
construction wthout first obtaining a construction permt
are subject to enforcenent action.

(A) Omers or operators of new gasoline dispensing
facilities that require Stage Il equipnent shall —

1. Submt an application on a form supplied by the
departnent for a permt to construct at | east
sixty (60) days prior to beginning construction.
The application shall include:

A Conmpl ete di agrans and a thorough description
of the planned facility;

B. Pl unmbi ng di agrans incl udi ng vapor |ines, vent
lines, slope of return vapor |ines, material
of all underground, above ground and
di spenser plunbing, grade of site in relation
to tanks, plunbing, and dispensers;

C. Current CARB executive orders for the
proposed system and/ or the system conponents.
After January 1, 1998, no facility shall be
i ssued a construction permt unless the
systemthat will be installed has been
denonstrated to achi eve ninety-five percent
(95% efficiency according to paragraph
(7)(A) 1. of this rule. After January 1
1999, no facility shall be issued a
construction permt unless the equi pnent and
conponents of the approved systemthat wl|
be installed have been MY PETP tested and
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approved;

D. At the option of the owner/operator, ful
port ball valves may be installed just bel ow
the riser of the vapor chanber. The bal
val ves shall be sealed fully open at al
times except during testing. The ball valve
shal|l be tested in |ine during the dynam c
back pressure bl ockage test;

E. Detail ed description of the storage tank(s).
The storage tank(s) shall be—

() Type | tank(s). A Type | tank is an
under ground storage tank that shall be
covered with not |ess than six inches
(6") of soil and/or concrete; or

(I'1) Type Il tank(s). A Type Il tank is one
that has any portion of the shel
exposed to the atnosphere. A Type |
tank shall be equi pped with a vapor
processor; and

F. Schedul e of construction;

Qotain a construction permt prior to beginning
construction. The director shall issue a
construction permt or a permt rejection within
thirty (30) days of receipt of the application.
VWhen an appeal is made follow ng rejection of the
application to construct, that appeal shall be
filed within thirty (30) days of the notice of
rejection;

Di splay the construction permt in a prom nent
| ocation during construction;

Notify the departnent seven (7) cal endar days
prior to the anticipated conpletion date of

under ground pi pi ng and schedule a nutually
acceptabl e inspection date. In the event that no
mutual |y acceptable date is available, the staff
di rector shall schedule the inspection date. The
under ground pi ping shall not be covered w t hout

vi sual inspection by the staff director. |If
defects are found, the staff director shal

17
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(B)

provide witten notice of those defects;

5. Establi sh conpliance with all rules and
requi renents of the departnment including those in
Title 10 of the Code of State Regulations;

6. Docunent for the staff director that prior to the
i ntroduction of product, the tank and pi ping
system were subjected to a construction
pressurization test of not nore than five pounds
per square inch (5 psi) and not |less than four and
five-tenths pounds per square inch (4.5 psi) and
mai ntai ned this pressure for not less than thirty
(30) m nutes;

7. otain staff director approval of final test
met hods and procedures that wll be used to prove
conpl i ance;

8. Wthin thirty (30) days of conpletion of
construction, conduct and pass final |leak tests
and dynam c back pressure/liquid bl ockage tests to
show conpliance with departnent requirenents. The
staff director may observe the test; and

9. otain and maintain on-site in a prom nent
| ocation the current operating permt fromthe
director for the site and the specific vapor
recovery systemthat was installed. The operating
permt is renewable every five (5) years and shal
be mai ntained according to section (11) of this
rul e.

The director may approve experinental technology for a
specific gasoline dispensing facility. Experinental
technol ogy nay be approved for up to one (1) year for a
[imted nunber of stations under specific conditions
determ ned by the staff director. Facilities applying
for approval of experinental technology shall—

1. Submit an application for director approval at
| east ninety (90) days prior to beginning
construction. The application shall include, but

not be limted to:

A Conmpl ete di agrans and a thorough description
of the planned facility;
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B. Pl unmbi ng di agrans incl udi ng vapor |ines, vent
lines, slope of return vapor |ines, material
of all underground, above ground and
di spenser plunbing, grade of site in relation
to tanks, plunbing, and dispensers; and

C. St andards, test data, history, and rel ated
information for the proposed system

Submit to the staff director a detailed plan for
the construction and operation of the system The
pl an shall include a description of the planned
testing and recordkeeping for the facility. The
director may issue the construction permt when
all conditions of the testing facility are deened
satisfactory;

Di splay the construction permt in a prom nent
| ocation during construction;

Install nonitoring equi pnent to prove that the
vapor recovery systemis leak-tight if requested
by the staff director; and

Upon conpl etion of testing, obtain and maintain
on-site in a promnent |ocation a current
operating permt fromthe director for the
specific innovative technology that is in
operation. The permt shall specify the

technol ogy, the location and the tine period the
technol ogy wll be tested.

Existing facilities that are subject to section (7) or
(8) of this rule and undergo vapor recovery system
nodi fication shal |l —

1

Submit an application on a form supplied by the
departnent for a permt to construct prior to

begi nning nodifications. After the effective date
of this rule, any revision to the departnent
supplied fornms will be presented to the regul ated
community for a forty-five (45)-day conment

period. Applications for construction permts
shall be submtted for projects that include, but
are not limted to:

A Modi fications that require breaking concrete
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in an area that may affect the vapor I|ines;
and

B. Modi fications that may affect the vapor |ines
t hensel ves;

Supply any information required by the staff
director for the specific facility. Such
information may include, but not be limted to,

pl unbi ng di agrans, including vapor |ines, vent
lines, slope of vapor lines, material of al

under ground, above ground and di spenser pl unbing,
grade of site in relation to tanks, plunbing and
di spensers, current CARB executive orders for the
proposed system and equi pnent, and proof of
conpliance with all rules and requirenents of the
departnent including those in Title 10 of the Code
of State Regulations;

obtain a construction permt prior to beginning
the nodification. Continued operation during the
construction requires departnment approval. The
director shall issue a construction permt or a
permt rejection within thirty (30) days of
recei pt of the application. Wen an appeal is
made followi ng rejection of the application, that
appeal shall be filed wwthin thirty (30) days of
the notice of rejection;

Di splay the construction permt in a prom nent
| ocation during construction;

Establish a schedule for inspection and testing as
required by the staff director and notify the
departnment seven (7) cal endar days prior to the
antici pated conpletion date of underground piping
and schedule a nutual ly acceptabl e i nspection
date. In the event that no nutually acceptable
date is available, the staff director shal
schedul e the inspection date. The underground

pi pi ng shall not be covered w thout visual

i nspection by the staff director. |If defects are
found, the staff director shall provide witten
notice of those defects;

Supply test results to the staff director;
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7. Receive staff director approval of final test
met hods and procedures that wll be used to prove
conpl i ance;

8. Wthin thirty (30) days of conpletion of
construction, conduct and pass final l|leak tests
and dynam c back pressure/liquid bl ockage tests to
show conpliance with departnent requirenents. The
staff director may observe the tests; and

9. Upon conpl etion of testing, obtain and display in
a promnent |ocation on-site the current operating
permt fromthe director for the specific site and
t he specific vapor recovery systemthat was
i nstal |l ed.

A The operating permt shall be nmaintained
according to section (11) of this rule,
except subsection (11)(B) of this rule shal
not apply to initial fueling systens and
ancillary refueling systens at autonobile
assenbly facilities.

B. The operating permt is renewable every five
(5) years, except for operating permts
covering initial fueling systens and
ancillary refueling systens at autonobile
assenbly facilities. Autonobile assenbly
facilities shall apply for an initial Stage
|1 Operating Permt covering both their
initial fueling systens and their ancillary
refueling systens that will be current until
their Part 70 Operating Permt is renewed.

C. Except for the initial Stage Il Operating
Permt, the operating permt for autonobile
assenbly facilities that covers their initial
fueling systens and their ancillary refueling
systens shall be incorporated as part of the
facility applicable requirenents of 10 CSR
10-6. 065 Operating Permts.

(11) Operating Permits for Existing Facilities. Al existing
facilities subject to section (7) or (8) of this rule nust
apply to the director for an operating permt.

(A Initial Operating Permts. The termof the initial
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(B)

permt shall be established by the staff director. In
order to obtain an operating permt an existing
facility shall —

1. Apply to the director for an operating permt
within sixty (60) days of the date of the staff
director's notice to apply and test within ninety
(90) days of the notice. However, no facility
subject to this requirenent shall operate after
January 1, 1999, w thout an operating permt;

2. Provi de docunentation that the Stage Il systemis
certified by CARB as having a vapor recovery or
removal efficiency of at |east ninety-five percent

(95% ;

3. Conduct and pass a departnent -approved back
pressure bl ockage test and a depart nent-approved
| eak decay test. The owner/operator of the
facility shall schedule the tests and notify the
staff director of the test dates at |east seven
(7) days prior to the testing date. The staff
director may observe the tests. The
owner/operator of the facility shall provide
satisfactory test results to the staff director;

4. Designate a person(s) who has attended a
depart nent - approved training course for the Stage
Il equipnent that is installed at that facility.
A designated person shall be avail able for
consultation to facility personnel and to the
depart nment;

5. Denonstrate that the facility maintains a system
of recordkeeping that neets the staff director's
requi renents; and

6. Establi sh conpliance with all rules and
requi renents of the M ssouri Departnment of Natura
Resources including those in Title 10 of the Code
of State Regulations.

Renewal of Operating Permits. The operating permt is
renewabl e on the date specified in the initial
operating permt and for periods of five (5) years
after the initial permt termexpires. 1In order to
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renew the operating permt a facility shall —

1

Apply to the director for renewal of the operating
permt and test within ninety (90) days prior to
t he renewal date;

Denonstrate that the facility maintained al
system conponents in good operating order during
the preceding operating permt termincluding
pronpt efforts to establish conpliance follow ng
"out-of -order" notices;

Schedul e staff director-approved tests prior to
the expiration date of the permt, notify the
staff director of test dates at |east fourteen
(14) days prior to test dates and provide
docunentation that the system passed the tests;

Mai ntai n records according to section (12) of this
rule;

A facility using a systemthat is decertified by
CARB shal |l establish conpliance with this rule
within one (1) year or by the next renewal date of
the operating permt whichever is longer. Failure
to establish conpliance will result in nonrenewal
of the operating permt; and

After January 1, 2001, no operating permt shal

be renewed w t hout docunentation that the Stage |

systemin use at the facility can be denonstrated

to achieve ninety-five percent (95% efficiency as
specified in paragraph (7)(A)1. of this rule.

Repl acenment of equi pnment and/ or conponents in

pl ace as part of an approved system on January 1,

1999, shall not be required as |long as the

equi pnent and/ or conponents pass operating permt

t ests.

(12) Omner/ Qperator Conpliance. The owner or operator of a vapor
recovery systemsubject to this rule shall—

(A)

Operate the vapor recovery system and the gasoline
| oadi ng equi pnent in a manner that prevents—

1

Gauge pressure from exceedi ng four thousand five
hundred (4500) pascals (eighteen inches (18") of
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(B)

(O

(13) Testi
(A

(B)

(O

5.220
HO in the delivery vessel

2. A reading equal to or greater than one hundred
percent (100% of the |ower explosive limt (LEL),
measured as propane at two point five (2.5)
centinmeters fromall points on the perineter of a
potential |eak source when neasured by the nethod
referenced in 10 CSR 10-6.030(14)(E) during
| oadi ng or transfer operations; and

3. Visible liquid | eaks during | oading or transfer
operations; and

Repair and retest within fifteen (15) days, a vapor
recovery systemthat exceeds the l[imts in section (12)
of this rule; and

Mai ntain records of departnent permts, inspection
reports, enforcenent docunents, training
certifications, gasoline deliveries, routine and
unschedul ed mai ntenance and repairs and all results of
tests conducted. Records shall be kept for two (2)
years. Unless otherw se specified in this rule,
records shall be available to the staff director within
five (5) days of a request.

ng and Monitoring Procedures and Reporting.

Testing and nonitoring procedures to determ ne
conpliance with section (6) of this rule and confirm
t he continuing exi stence of |eak-tight conditions shal
be according to 10 CSR 10-6.030(14)(B)1. or by any
met hod determ ned by the staff director.

Testing procedures to determ ne conpliance with
paragraph (4)(B)1. shall be according to 10 CSR
10-6.030(14) (A or by any nethod determ ned by the
staff director.

The staff director, at any tinme, may nonitor a facility
subject to section (7) of this rule. The staff

director may require a |leak test, a back pressure

bl ockage test, an air-to-liquid test, a pressure/vacuum
val ve test or may require any test or nonitoring
procedure in order to determ ne conpliance with this

rul e.
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The staff director, at any tinme, may nonitor a delivery
vessel, vapor recovery system or gasoline | oading

equi pnent by a nethod determ ned by the staff director
to confirmcontinuing conpliance with this rule.

An annual staff director-approved back pressure

bl ockage test and/or air-to-liquid test nay be
required. Additional testing may al so be required by
the staff director in order to determ ne proper
functioni ng of vapor recovery equi pnent.

Recovery Advisory G oup. The St. Louis Vapor Recovery

Advi sory Group shall advise the staff director on vapor
recovery issues in the St. Louis nonattai nnent area.

(A)

(B)

Conposi tion. The advisory group will consist of one (1)
representative fromeach of these agencies or
or gani zati ons:

1. M ssouri Departnent of Natural Resources, Air
Pol I ution Control Program

2. M ssouri Departnent of Natural Resources,
Hazar dous WAste Program Under ground Storage Tank
Uni t;

3. St. Louis City Air Pollution Control Agency or
St. Louis County Air Pollution Control Agency;

4. M ssouri Departnment of Agriculture, Division of
Wei ghts and Measur es;

5. An organi zation representing petrol eum mar ket ers;

6. An organi zation representing petrol eum equi pnent

contractors; and
7. An organi zation representing oil refiners.

Purpose. The St. Louis Vapor Recovery Advi sory G oup
shal |l review, study and nmake recommendations to the
staff director on vapor recovery issues. Any nenber of
the advisory group may bring an issue to the attention
of the group. The advisory group shall—

1. Revi ew vapor recovery system conponents that
frequently fail
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2. Revi ew CARB certifications and decertificati ons of
vapor recovery system conponents;

3. Devel op nodifications to established tests such as
the | eak decay test and the back pressure bl ockage
test. Modified test procedures shall prove
integrity of Stage | and Stage Il systens but may
be designed for cost and tine efficiency; and

4. Revi ew any ot her vapor recovery issues deened
appropriate by the staff director.

(C Limtations. The advisory group is subject to al
applicable state and federal statutes and regul ati ons.
Al'l advisory group neetings shall conply with the
M ssouri Sunshine Act. The advisory group assumes nho
regul atory authority.
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EPA Rul eneki ngs
CFR: 40 C.F.R 52.1320(c)

FRM 65 FR 31489 (5/18/2000)

PRM 65 FR 8094 (2/17/2000)

State Subni ssion: 10/ 10/ 99

State Final: 10 C.S.R 10-5 (8/30/99)

APDB Fi l e: MO- 130

Descri ption: This rule is updated to inprove the clarity of the regulation and to

generally strengthen the SIP
444444444440404444404044444048444440484444404844444044444004444440444444044440004444400444440044444004444444044444444
CFR 40 C.F.R 52.1320(c)(99) (i) (B)
FRM 62 FR 44219 8/20/97)

PRM 61 FR 68199 (12/27/96)

State Subni ssion: 2/ 1/ 96

State Proposal: 20 MR 6778 (11/15/95)

State Final: 10 C.S.R 10-5 (11/30/95)

APDB Fi l e: MO- 125

Descri ption: This revision requires bulk plants to report the throughput when they apply

for an exenption, and requires sources to submit an application formto
obtain a sticker that certifies passage of required tests by gasoline tank
trucks.
4444444444444444444444444444444444844444444444444444444444444444444444444444444444444444444444444444444444444444
CFR: 40 C.F.R 52.1320(c)(79)(i)(B)
FRM 59 FR 43480 (8/24/94), Correction Notice 60 FR 16806 (4/3/95)

PRM 57 FR 32191 7/21/92)

State Subni ssion: 11/ 20/ 91

State Proposal: 16 MR 989 (7/1/91)

State Final: 10 C.S.R 10-5 (11/29/91)

APDB Fi l e: MO- 100

Descri ption: This revision updates this rule to include the correct reference nethod

specified in 10 C S. R 10-6.030

A4444444484844448484844448484444484844444848444448484444848484444848484444848444448484444484844448484844448484844448484844444444444844444444444444
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CFR 40 C.F.R 52.1320(c)(73)(i) (A

FRM 56 FR 5652 (2/21/91)

PRM None

State Subni ssion: 7119/ 90

State Proposal: 14 MR 1654 (12/1/89)

State Final: 15 MR 842 (5/14/90)

APDB Fi l e: MO- 83

Descri ption: The EPA approved changes that require gasoline delivery vessels operating

in the St. Louis and Kansas City ozone nonattai nment areas to be |eak
tested on an annual basis.

4444444444444 4444444844444444448444444444444444844444404444444448404444444444844444444444444444444444444444444444
CFR 40 C.F.R 52.1320(c)(71)(i)(B)
FRM 55 FR 44219 (3/5/90)

PRM 54 FR 43183 (10/23/89)

State Subni ssion: 3/ 30/ 89

State Proposal: 13 MR 1703 (10/17/ 88)

State Final: 10 MR 327 (3/1/89)

APDB Fi | e: MO- 75

Descri ption: The EPA approved revisions to the regulation which: (1) anmended vapor

pressure and tenperature cutoffs for storage tanks, (2) tightened
recordkeepi ng requirenments, and (3) made other m scellaneous changes.

4444444444444 444444448444444444848444444444444444444448484444444448404444484444044444444444444444444444444444444444
CFR 40 C.F.R 52.1320(c)(57)(i) (A
FRM 51 FR 40316 (11/6/86)

PRM 51 FR 8517 (3/12/86)

State Subni ssion: 711/ 85

State Proposal: 9 MR 1770 (12/3/84)

State Final: 10 MR 598 (5/1/85)

APDB Fi | e: MO- 66

Descri ption: The EPA approved revisions to the regulation which: (1) |lowered the

exenption level for bulk plants, (2) added testing procedures, and (3) nmade
nurrer ous ot her m scel | aneous changes.

A4444444484844448484844448484444484848444484844444848444484848444484848444484848444484844484848444484848444484848444484848444448444444844444444444444

28



10 CSR 10-5. 220

CFR 40 C.F.R 52.1320(c)(61)(i) (A
FRM 51 FR 36011 (10/8/86)

PRM 51 FR 21932 (6/17/86)

State Subni ssion: 6/ 9/ 86

State Proposal: 10 MR 2114 (12/16/ 85)

State Final: 10 MR 894 (5/1/86)

APDB Fi l e: MO- 37

Descri ption: The EPA approved the addition of requirenents for Stage Il vapor recovery.

4444444444444 444444484444444444844444444444444444444404444444448404444444444044444444444444444444444444444444444
CFR 40 C.F.R 52.1320(c)(29)

FRM 46 FR 45130 (9/10/81)

PRM None

State Subni ssion: 4/ 9/ 81

State Proposal: 6 MR 37 (1/2/81)

State Final: 6 MR 538 (5/1/81)

APDB Fi | e: MO- 21

Descri ption: The EPA approved a revision to the regul ation which | owered the em ssion

limtation on gasoline loading to 0.3 grams per gallon of gasoline | oaded.
This removed a condition pronulgated in the EPA's rul enaki ng of April 9,
1980.
444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444
CFR: 40 C.F.R 52.1320(c)(25)(ii)
FRM 46 FR 20172 (4/3/81)

PRM 45 FR 84099 (12/22/80)

State Subni ssion: 9/ 2/ 80

State Proposal: 5 MR 375 (4/1/80)

State Final: 5 MR 1133 (9/ 2/ 80)

APDB Fi l e: MO- 12

Descri ption: The EPA approved changes subnitted to conply with Goup Il CTGs, including

new requirenents for floating roof tanks and gasoline delivery vessels.

A444444448484444848484444848444448484844448484448484844448484844448484844448484844448484448484844448484844448484844448484444448444444844444444444444
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CFR 40 C.F.R 52.1320(c)(16)(iii)
FRM 45 FR 24140 (4/9/80) and 45 FR 46806 (7/11/80) (correction)

PRM 44 FR 61384 (10/25/79)

State Subni ssion: 6/ 29/ 79

State Proposal: 2 MR 507 (9/1/77)

State Final: 3 MR 88 (2/1/78)

APDB Fi l e: MO- 01

Descri ption: The EPA approved a revised regulation as part of the Part D SIP which added

requirements for: (1) petrol eum storage tanks, (2) gasoline |oading, and
(3) gasoline transfer (Stage |). The EPA's approval was conditional
subject to the state lowering the emission limt on gasoline |loading to be
consistent with the CTG
444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444
CFR: 40 C F.R 52.1320(c)(13)(i)
FRM 45 FR 17145 (3/18/80)

PRM 45 FR 52001 (9/6/79)

State Subni ssion: 8/ 28/ 78

State Proposal: Unknown

State Final: Unknown

APDB Fi l e: MO 03, A/E-2

Descri ption: The EPA approved the recodification of the rule from Regul ati on XXl

(St. Louis Metropolitan Area.) to 10 C.S. R 10-5.220. The EPA specifically

did not act on revisions made to nmeet the CTG requirenents for the Part D

SIP.
444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444444
CFR: 40 C.F.R 52.1320(A)(2)

FRM 37 FR 10842 (5/31/72

PRM None

State Subni ssion: 1/ 24/ 72

State Proposal: Unknown

State Final: (3/24/67; revised 9/18/70)

APDB Fi l e: SIP, WAL-1, A/E-2

Descri ption: The EPA approved Regul ation XXl (St. Louis Metropolitan Area) as part of

the original SIP submission. The rule established requirenents for
gasol i ne storage tanks and submerged fill.

A444444448484444848484444848444448484844448484448484844448484844448484844448484844448484444484844448484844448484844448484444448444444844444444444444

Di fference Between the State and EPA- Approved Regul ation

None.
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